
AQUA GUARD

Premium Waterproofing 
Membrane for Long-term 
Roof Protection
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100% WATERPROOF ROOF COATING
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STOCKIST:

AquaGuard

NXT AquaGuard is a high-build, elastomeric waterproofing membrane 
engineered to protect rooftops and exterior structures from water intrusion, UV 
exposure, and harsh weather cycles. Developed for US climate demands, it 
delivers strong flexibility, breathability, and long-term film integrity.

BUILT FOR PERFORMANCE 

The advanced hybrid formulation forms a seamless, durable shield that resists 
cracking and movement stress while standing up to ponding water and 
environmental contaminants. Its clean-retaining finish helps prevent mold, 
algae, and surface buildup, ensuring a professional appearance with lower 
maintenance requirements.

HOW IT’S APPLIED

NXT AquaGuard is installed as a two-coat system to achieve a fully waterproof 
finish. Before coating, the surface must be clean, dry, and structurally sound, 
with all joints and transitions reinforced using Poly Fabric. Once prepared, the 
area is primed with a compatible primer to ensure strong adhesion.

The membrane is then applied in two coats by brush, roller, or airless spray 
(20–30 thou tip), with a minimum of four hours drying time between coats. 
Full weatherproofing is achieved after curing, which may take up to 72 hours 
depending on site conditions.

For best results, refer to the NXT AquaGuard Application Guidelines and 
Safety Data Sheet prior to use. NXT AquaGuard is not suitable for vehicular 
or heavy foot traffic, immersion, or subterranean applications, and should only 
be installed on roof areas with appropriate falls and drainage. Cleanup is with 
water while wet, or by mechanical/mechanical/solvent removal once cured.

Superior Waterproofing Under Standing Water. 
Long-Term Clean Retention Technology. 

High-performance 
Hybrid Membrane

Suitable surfaces

Metal Roofs Concrete Roof Tiles
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COLORED WATER BASED WATER CLEAN-UP   LOW VOC

Terracotta Roof Tiles Asphalt Roof Tiles

HEAT REFLECTIVE


