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COLOURED HEAT REFLECTIVE WATER BASED NANO-TECHNOLOGY

NXT Cool Coat is an advanced, environmentally responsible roof coating engineered
for long-term performance in America’s diverse and demanding climate. Formulated
with cutting-edge nanotechnology and exterior-grade acrylic polymers, it delivers
exceptional durability, color stability, and protection while actively reducing heat
absorption on the roof surface. Available in Matt, Gloss, Clear and 29 Colors.

INNOVATION IN EVERY COAT

Unlike conventional roof coatings, NXT Cool Coat dramatically reduces dirt
retention by lowering surface friction, helping the roof stay cleaner for longer
through natural rainfall. Its ultra-high durability, fade-resistant pigments, and
infrared-reflective technology ensure the coating resists UV exposure, heat stress,
and chemical degradation, preserving both color and gloss over time. Available in
both high-gloss and low-sheen finishes, it offers a modern, architectural aesthetic
without compromising performance.

WHY IT PERFORMS BETTER

NXT Cool Coat uses nanotechnology to reduce surface friction, allowing natural
weathering to help maintain a cleaner roof surface. Its infrared-reflective pigments
lower surface temperatures while protecting the coating from UV breakdown and color
fade. The high-grade acrylic system delivers long-term durability and a consistent,
vibrant finish formulated for tough U.S. climate conditions.

HOW IT’S APPLIED

NXT Cool Coat is applied in two coats over a properly cleaned, repaired, and primed
roof surface. Once prepared, it can be installed by brush, roller, or airless spray,
allowing adequate drying time between coats to ensure full film build and reflective
performance. When correctly applied, it provides a durable, long-lasting finish
designed to withstand extreme UV exposure.

\ Supports 5 Star House and Energy Rating Compliance.
% Reduces Cooling Costs and Long-term Expenses.

' Environmentally Friendly, Water-based, Low VOC Formula.
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