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MAXIPOINT® — FLEXIBLE ACRYLIC ROOF RIDGE
POINTING

-
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Product Description

MaxiPoint is a high-performance, elastomeric, acrylic-based roof ridge pointing compound designed as a lightweight and durable
alternative to traditional cement mortars. It accommodates normal roof movement and maintains flexibility across a wide range of
climatic conditions.

Key Features

« Flexible acrylic formulation

« Designed to accommodate normal roof movement

« UV and weather resistant

« Moisture resistant and color stable

« Easy trowel application with traditional mortar appearance

Chemical Type

Water-based elastomeric acrylic polymer

Recommended Uses

Residential and commercial tiled roofing systems including ridge caps and hip tiles.

Application Temperature

Minimum application temperature: 41°F (5°C). Do not apply if rain is expected within 2 hours.

Coverage

Approx. 65 linear feet per 2.6-gallon pail at 1/8"-3/16" thickness.
Packaging

2.6-gallon (10 L) pail

Drying Times @ 77°F

Touch Dry: 30 minutes
Water Resistant: 2 hours

Storage & Shelf Life

Store indoors between 38°F and 113°F. Shelf life: 12 months unopened.
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Cleanup

Clean tools with warm water. Dispose of waste in accordance with local regulations.

First Aid

In case of eye contact, flush with water for 15 minutes. If swallowed or symptoms persist, seek medical attention.

Warranty & Disclaimer

Product warranty is limited to replacement or refund of purchase price. No liability is assumed for incidental or consequential
damages.





